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INTEL CORE 19-14900F

Cena celkem: 15 222 K¢

(bez DPH: 12 580 K¢)
Bézna cena: 16 744 K¢
USetrite: 1522 K¢
Kdd zbozi: PROINT1155
Part No.: BX8071514900F
Zaruka: 36 més.
Stav: Nové zbozi

Popis

Intel Core i9-14900F - extrémné vykonny procesor pro nejnarocné;jsi PC
sestavy

Hrajte hry, streamujte, pracujte, tvorte dle svych prfedstav s procesorem Intel Core i9-14900F Raptor Lake R. Vyuzivd
pokroCilou hybridni architekturu, kterd optimalizuje hrani her, tvorbu digitdlniho obsahu i provoz naro¢nych vypocetnich
procest. Inovovana platforma je mimoradné flexibilni a poskytuje Fadu nastroju pro vyladéni vykonu nebo
pretaktovani. Hybridni architektura kombinuje vykonnostni a efektivni jadra.




Celkem procesor Intel Core i9-14900F disponuje 24 jadry a dosahuje maximalni frekvence 5,8 GHz. Diky tomu
dosahuje $pic¢kového vykonu pfi zachovani potrebné efektivity, at uz jde o funkce pretaktovani, vykonnostni nebo grafické
technologie. Dva typy jader se poctivé podéli o nadmérnou zatéz diky technologii Intel Thread Director, takze vsechny
procesy Slapou jako na dratkach, at uz jste kreativni, nebo se bavite hranim her.

Intel Core i9-14900F
Upozornéni: Tento procesor neobsahuje graficky cip.
ZAKLADNI SPECIFIKACE

Model procesoru: i9-14900F

Pocet jader: 24 (8x vykonnostni + 16x efektivni)
Max. frekvence: 5,8 GHz

Zakl. frekvence (vykonnostni jadra): 2,0 GHz
Zakl. frekvence (efektivni jadra): 1,5 GHz
Patice: LGA 1700

Pocet vidaken: 32

L2 Cache: 32 MB

Cache (Intel Smart): 36 MB



TDP: 65 W
Max. vykon (Turbo Power): 219 W

Architektura
Vyrobni proces: 7 nm (0,007 um)

Podporované technologie

Intel Gaussian & Neural Accelerator 3.0
Intel Thread Director

Intel Deep Learning Boost (Intel DL Boost)
Intel Speed Shift Technology

Intel Adaptive Boost Technology

Intel Thermal Velocity Boost

Intel Turbo Boost Max Technology 3.0
Intel Turbo Boost Technology 2.0

Intel Hyper-Threading Technology

Intel 64

Instruction Set 64-bit

Instruction Set Extensions - Intel SSE4.1, Intel SSE4.2, Intel AVX2
Idle States

Enhanced Intel SpeedStep Technology
Thermal Monitoring Technologies

Intel Volume Management Device (VMD)

Zabezpeceni a bezpecnost

Intel Standard Manageability (ISM)

Intel Control-Flow Enforcement Technology
Intel AES New Instructions

Secure Key

Intel OS Guard

Execute Disable Bit

Intel Boot Guard

Mode-based Execute Control (MBEC)

Intel Virtualization Technology (VT-x)

Intel Virtualization Technology for Directed I/O (VT-d)
Intel VT-x with Extended Page Tables (EPT)

Radi¢ paméti

Max. pamét: 192 GB

Pamétové kanaly: 2

Podpora paméti: az DDR4-3200, az DDR5-5600
Podpora ECC paméti: neuvedeno

Max. sirka pamétového pasma: 89,6 GB/s



